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■ 特　長
1. 接触部をシールする密閉構造で、防滴・防塵性能を高めて
います。

2. 表面実装が可能な SMD タイプとディスクリートタイプの
2種類があります。

� Features
1. The contact part of the construction of these switches is

sealed, thus improving resistance to dust and drops of
liquid.

2. Both discrete types and SMD types compatible with
automatic surface mounting are available.

■ 仕　様
1. 定 格：DC	12V	50mA
2. 接		触		抵		抗：200mΩ以下
3. 絶		縁		抵		抗：DC	100V	100MΩ以上
4. 耐　電　圧：AC	250V（1分間）
5. 回 路：1回路 1接点
6. ス	ト	ロ	ー	ク：0.3mm
7. 作　動　力：1.57 +0.7

–0.5N
8. 動		作		寿		命：30 万回

9. 使用温度範囲：–25℃〜 +70℃

■ 用　途
カーオーディオ、PC、PC周辺機器、TV、DVDプレーヤー、
産業機器、事務機、家電製品、ヘルスケア製品

� Specification
: 50mA, 12V DC
:	200mΩ	max.
:	100MΩ	min.	100V	DC
: 250V AC (for one minute)
: SPST
: 0.3mm
: 1.57+0.7

–0.5N

1. Rating
2. Contact Resistance
3. Insulation Resistance
4. Withstanding Voltage
5. Circuit
6. Travel
7. Operating Force
8. Operating Life : 300,000 cycles
9. Operating Temperature Range	:	−25˚C	to	+70˚C

� Application
Car audios, PCs, PC peripherals, TVs, DVD players, industrial
equipment, business equipment, home appliance and
healthcare products.
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